
HIoSafe

SATELLITE DEVICE
STAND-ALONE

The hybrid solution: cellular 
and satellite to ensure 
continuity of connectivity.

HIoSafe Hybrid is a secure and autono-
mous individual device for mobile asset 
tracking, telematics and monitoring of 
various sensors. It can perform tempera-
ture, movement and transport tracking 
measurements. Finally, to guarantee 
continuity of service, this product allows 
you to take advantage of 2 connection 
modes: cellular and satellite.

HIoSafe Hybrid is the right solution for applications such as asset tracking, remote 
equipment control, monitoring, alerting and geofencing.

www.hiotee.com

Global coverage

Satellite connection
permanent & secure

Easy integration

Plug & Play

Energy self-sufficient



Application
• Configurable periodic transmission
• Configuration via Bluetooth application (Q4 2022)

• Contactless activation (with magnetic magnet)

Sensor
• Flexible detection and tracking modes: conti-
nuous, periodic, motion detection, predefined
areas
• Geofencing and speed control in defined areas
• Fixed installation or portable use
• Remote device management
• Predefined sensor profiles

Alert escalation
• Automatic alarms
• Geofencing: configurable alerts

Data Supervision Platform

Optional
• Sending and receiving short messages (text)
• Manual alerts: 2 configurable buttons for emer-
gency and mechanical incident alerts
• Buzzer, remote panic button

HIoSafe

Mechanical
• IP67
• Grey ABS/PC plastic case
• Dimensions: 145 x 66 x 40 mm (L x W x D)
• Weight: 241 g
• 3-axis G-force sensor : Accelerometer
• 1 external antenna connectors
• Mounting: magnet and screw (other on request)

Electronics
• GNSS : GPS/GLONASS/BeiDou/Galileo
• Cellular module: LTE CAT-M1, LTE CAT-NB1/NB2,
GSM, GPRS and EDGE
• Satellite module: Kineis
• Low power microcontroller

Data
• FIFO memory with internal storage capacity and
status information
• Flash memory for geofencing and speed control
within specific zones
• HIoTee data services for Internet access and
data transfer via satellite, SaaS
• HIoTee secured API with token (JWT/OAuth2)

Power
• External power supply: Input: DC 5-12V (1A)
• Reversal of polarity and over voltage protection
• Internal Li-ion Battery: 3.7V, 5200mAh

Interface
• External serial communication: UART/I2C & SPI
• USB interface connection (waterproof connector)
• External prob: temperature sensor, level sensor &
dry contact sensor...

FEATURES TECHNICAL SPECIFICATIONS

Easy to use interface
LiberTee

Tension Niveau Humidité Chocs Temperature

Measurements parameters
(non exhaustive list)

Voltage Level monitoring Humidity Shock sensor Temperature

Measurements parameters
(non exhaustive list)


